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3 mm Beschnitt umlaufend

Complete integration for web and security
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Wall bracket
with cable cover

for RJ45 wall outlet

30 Frames/s
VGA (640 x 480)

10 fps Mega

-22°F to +140°F

Weatherproof
-30°C to +60°C, IP65
no heating necessary

 IEEE 802.3af

PoE
network power
even in winter

 Video SIP Client

IP-Telephony
alarm notify,

cam remote control

 lip-syncronized audio

Recording
event-ringbuffer

30 cams each 30 fps

Backlight
safe using CMOS

 without mechanical iris

Video motion
multiple windows

precision pixel-based

microphone & speaker

Audio
bi-directional via IP
variable framerates

Live viewing
30 cams at 30 fps
all on one screen

Megapixel
1280 x 960

software zoom

Robust
no moving parts

fiber glass housing

VGA
30 fps

480 lines CIFCIF
30 fps

288 lines

Mega
10 fps

960 lines

Image
detail
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. . .

. . .

MOBOTIX Camera Data

Enter the data of your camera here!

Camera Model:

Camera Name:

Factory IP Address:                                                                

Current IP Address:

DHCP:                                               activated              deactivated  

Admin User Name:

Admin Password:

ISDN Dial-In Number:

ISDN User Name:

ISDN Password:

Notes:

Note: MOBOTIX offers inexpensive seminars that include a workshop and
practical excercises:

Basic Seminar 3 days, Advanced Seminar 2 days.

For more information, see www.mobotix.com
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Note

The following chapters (4 and higher) are all part of the Camera
Software Manual. The main headings are listed below to give you an
overview of the Software Manual contents.




